
DEREVE SERIES DF61 
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COMPLETE WITH EASING GEAR 
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Size BarG 0.5 2.0 5.0 8.0 9.0 11.0 13.0 15.0 17.0 21.0 25.0 27.6 

1/4-1/2 L/sec 10 20 40 60 67 81 94 108 121 148 175 193 

3/4 L/sec 14 29 60 90 100 120 140 161 181 221 261 288 

1 L/sec 23 48 97 146 162 195 227 260 293 358 424 466 

FEATURES 
 

HIGH PERFORMANCE 
SOFT VALVE WASHER FOR ‘BUBBLE TIGHT’ SEAL 
PRESSURE RANGE  0.5 barG to 27.6 barG 
ATMOSPHERIC DISCHARGE 
INLET CONNECTIONS BSP TAPER    
SIZE RANGE: 1/4, 3/8, 1/2, 3/4 & 1 BSP TAPER 
 

VALVE WASHERS TO SUIT AIR & INERT GASES 
BRASS CONSTRUCTION WITH ST.ST.SPRINGS 
 

VALVES CAN BE SUPPLIED DE-GREASED FOR OXYGEN 
SERVICE & LEAD WIRE SEALED. 

Valve 
 size 

06 10 15 20 25 

 A 15 15 15 18 21 

 B 88 88 88 90 97 

 C 33 33 33 33 33 

 B1 103 103 103 120 135 

DIMENSIONS 

CAPACITIES - AIR @ 15ºC in Std. Litres/sec @ 10% overpressure  

Dimensions in mm’s 

SPECIFICATION 
 

 The Series DF61 is a High Lift Safety Relief Valve with atmospheric discharge  
 suitable for air and inert gas applications. 
 The �ow is de-rated and measured in accordance with BS6759 Part 2: 1984 
 The valve re-seats by minus 10% of set pressure. 
    Maximum Set Pressure:  27.6 bar 
    Maximum Temperature:  180ºC 
 

 ALL SAFETY VALVES ARE PED APPROVED AND MARKED CE 0879  
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